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(57) ABSTRACT

A dispensing assembly and method for dispensing a mixture
of'a first fluid component and a second fluid component. The
dispensing assembly generally comprises a container coupled
with a nozzle in a unique manner to achieve a mechanical and
fluid connection. More specifically, the container includes a
first chamber and a second chamber. The first and second
chambers are adapted to respectively hold the first and second
fluid components. The nozzle has an inlet end and an outlet
end. First and second connecting elements are located at the
inlet end of the nozzle. Another mating pair of connecting
elements, i.e., third and fourth connecting elements, of the
container respectively communicate with the first and second
chambers. The first and second connecting elements are
respectively capable of being removable coupled to the third
and fourth connecting elements to establish fluid paths from
the first and second chambers into the inlet end of the nozzle.
A coupling element selectively couples the inlet end of the
nozzle to the container.

28 Claims, 5 Drawing Sheets
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1
DISPENSING ASSEMBLY AND METHOD FOR
ASSEMBLING A DISPENSER AND
DISPENSING A FLUID

TECHNICAL FIELD

The present invention relates generally to a dispensing
assembly and methods assembling a dispenser and dispens-
ing a fluid.

BACKGROUND

In the dispensing field, it is common to mix two or more
fluid components to form a mixed fluid shortly before dis-
pensing. For example, first and second fluids, such as first and
second liquid adhesive components may be mixed to form a
curable liquid adhesive for application onto a workpiece or
substrate. The first and second liquid adhesive components
are each separately contained within separate chambers of a
suitable container. One type of container is known as a dual-
chamber cartridge. A nozzle is attached to component outlets
of' the cartridge and pressure is applied to the first and second
liquid components in order to force the first and second liquid
components into the nozzle. A static mixer is also positioned
within the nozzle. Accordingly, the first and second liquid
components travel through the static mixer within the nozzle
to dispense the fully mixed adhesive from a nozzle tip or
outlet for application onto the workpiece or substrate. While
this particular example forms a curable liquid adhesive for
dispensing, any number and types of fluid components may
be similarly mixed to create a mixed fluid that includes any
variety of desirable properties for use by the end-user.

The two or more fluid components may be directed into the
mixing nozzle in equal or unequal volumes depending on the
necessary fluid ratio for the application. Often, the cartridge
outlets are in a side-by-side configuration. The side-by-side
configuration produces a cross-section of fluid also having
the fluid components in side-by-side contact. Thus, the fluid
components remain relatively unmixed, which may greatly
reduce beneficial properties of the mixed fluid. For instance,
improperly mixed liquid adhesive may not effectively cure,
causing partial or total failure of the adhesive in use. Another
associated challenge relates to the mechanical and fluid con-
nection made between the nozzle and the dual chamber car-
tridge. Similar challenges may exist with respect to dispens-
ers configured to dispense only a single fluid.

Improvements would be desirable to ensure that this con-
nection is quick and easy to make, and yet mechanically
robust while, in the case of mixing and then dispensing mul-
tiple fluids, maintaining separation of the fluid components
and then premixing at the inlet end of the nozzle.

SUMMARY OF THE INVENTION

Generally, in an illustrative embodiment, the invention pro-
vides a dispensing assembly for dispensing a fluid. The fluid
may be a single fluid, or a fluid comprising a mixture of two
or more fluid components. The dispensing assembly includes
a container including a chamber for holding at least one
component of the fluid. A nozzle is provided having an inlet
end and an outlet end. A first connecting element is positioned
at the inlet end of the nozzle. A second connecting element is
associated with the container and communicates with the
chamber. The first and second connecting elements are
capable of being removably coupled to each other to establish
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a fluid path from the chamber into the inlet end of the nozzle.
A coupling element selectively couples the inlet end of the
nozzle to the container.

In another illustrative embodiment, a dispensing assembly
is provided for dispensing a mixture of'a first fluid component
and a second fluid component. The dispensing assembly gen-
erally comprises a container coupled with anozzle in a unique
manner to achieve a mechanical and fluid connection. More
specifically, the container includes a first chamber and a sec-
ond chamber. The first and second chambers are adapted to
respectively hold the first and second fluid components. The
nozzle has an inlet end and an outlet end. First and second
connecting elements are located generally at the inlet end of
the nozzle. Another mating pair of connecting elements, i.e.,
third and fourth connecting elements, are associated with the
container and respectively communicate with the first and
second chambers. The first and second connecting elements
are respectively capable of being removably coupled to the
third and fourth connecting elements to establish fluid paths
from the first and second chambers into the inlet end of the
nozzle. For purposes of making a secure mechanical connec-
tion, a coupling element is provided and selectively couples
the inlet end of the nozzle to the container.

Additional features may also be provided to achieve vari-
ous embodiments of the invention. For example, the first and
second connecting elements can be part of a unitary element
positioned generally between the inlet end of the nozzle and
the third and fourth connecting elements. This element may
be a separate component in the form of an insert capable of
being placed at least partially within the inlet end of the
nozzle, for example, or the element may be formed as an
integral part of the nozzle. The coupling element can further
comprise a slide element carried for sliding movement along
support structure on the container. The slide element is slid-
able between locked and unlocked positions. The nozzle may
be decoupled from the container when the slide element is in
the unlocked position. The slide element may further com-
prise a U-shaped element that includes an open end and a
closed end, with the open end receiving and coupling to the
inlet end of the nozzle when in the locked position. The inlet
end of the nozzle can include a flange and the U-shaped slide
element can then include a recess receiving the flange to
couple the U-shaped slide element to the inlet end of the
nozzle in the locked position. The support structure can more
specifically comprise an upstanding rail extending from the
container and having a generally T-shaped cross-section. In
this case, the slide coupling element includes a flange engag-
ing the rail for guiding the movement of the slide coupling
element along the rail. With regard to the respective connect-
ing elements, the first and second connecting elements may
frictionally engage with the third and fourth connecting ele-
ments, with one of the connecting elements receiving the
other of the connecting elements of each pair. The nozzle may
contain at least one static mixer element for mixing the first
and second fluid components prior to dispensing the mixed
fluid components from the outlet end.

Generally, the invention provides a method of assembling
adispenser. The method includes the steps of fluidly coupling
a first connecting element associated with an inlet end of a
nozzle to a second connecting element of a container config-
ured to hold a fluid in a chamber, and slidably moving a
coupling element from an unlocked position to a locked posi-
tion to couple the nozzle to the container.

In another aspect, the invention provides a method of
assembling a dispenser configured to mix and dispense at
least two fluid components. The method generally involves
fluidly coupling first and second connecting elements associ-



US 9,289,797 B2

3

ated with a nozzle to third and fourth connecting elements
located on a container holding the first and second fluid com-
ponents in respective first and second chambers. A coupling
element is moved from an unlocked position to a locked
position to couple the nozzle to the container. The first and
second fluid components are then directed from the first and
second chambers through the first, second, third and fourth
connecting elements into the nozzle. The first and second
fluid components are mixed in the nozzle, and then the mix-
ture is directed out of the nozzle.

The method may include additional steps that involve use
of'the various features described herein. For example, moving
the coupling element can further comprise sliding the cou-
pling element along support structure on the container. In the
case of a U-shaped slide coupling element, the open end
slides over the inlet end of the nozzle into the locked position.
Fluidly coupling the first and second connecting elements to
the third and fourth connecting elements can further comprise
friction fitting the first connecting element to the third con-
necting element and friction fitting the second connecting
element to the fourth connecting element.

Various additional advantages and features ofthe invention
will become more readily apparent upon review of the fol-
lowing detailed description of the illustrative embodiments,
taken in conjunction with the accompanying drawings.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 is a perspective view of the assembled form of a
dispensing assembly constructed in accordance with an illus-
trative embodiment of the invention.

FIG.21s a perspective view ofthe disassembled parts of the
dispensing assembly shown in FIG. 1.

FIG. 3 is a cross sectional view taken along line 3-3 of FIG.
1.

FIG. 4 is a perspective view of an insert used to direct fluid
from the dual chamber cartridge into the nozzle.

FIG. 5 is an enlarged perspective view showing the slide
coupling element of the dispensing assembly in an unlocked
position.

FIG. 6 is a perspective view similar to FIG. 5, but illustrat-
ing the slide coupling element in a locked position.

FIG. 7 is a cross sectional view taken along line 7-7 of FIG.
1.

DETAILED DESCRIPTION

FIGS. 1 and 2 illustrate a dispensing assembly 10 con-
structed in accordance with one illustrative embodiment of
the invention. This embodiment is designed to mix and then
dispense two fluid components, however, it will appreciated
by those of ordinary skill that modifications may be made to
the assembly if it is desired to dispense only a single fluid
component, with no mixing. The dispensing assembly 10
generally comprises a container 12 coupled with a nozzle 14
at a mechanical and fluid coupling section 16 (FIG. 1). The
container 12, in this embodiment, is a dual chamber cartridge
having a first chamber 18 and a second chamber 20. The first
chamber 18, as shown, has a smaller volume than the second
chamber 20. However, it will be appreciated that the cham-
bers 18, 20 may have any desired size, shape and volume
ratios chosen in accordance with application needs. The con-
tainer 12 may be constructed with any suitable configuration
other than the specific configurations shown and described
herein. Materials of construction may include plastics or
other materials appropriate for the application needs and fluid
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components. The nozzle 14, as best shown in FIG. 2, has an
inlet end 22 and an outlet end 24.

An insert 26 (FIG. 2) is positioned generally between the
container 12 and the inlet end 22 of the nozzle 14. The insert
26 has first and second connecting elements 28, 30 in the form
of stubs or projecting tubes that mate and provide fluid com-
munication with respective third and fourth connecting ele-
ments 32, 34 in the form of projecting stubs or tubes extend-
ing from the container 12. The third connecting stub 32
communicates with the first chamber 18 while the fourth
connecting stub 34 communicates with the second chamber
20. Therefore, the third and fourth connecting stubs 32, 34 are
effectively the fluid outlets of the respective first and second
chambers 18, 20. As will be appreciated from the description
to follow, the first connecting stub 28 is received within the
third connecting stub 32 with a friction fit and, likewise, the
second connecting stub 30 is received within the fourth con-
necting stub 34 also with a friction fit. As also described
below, this connection allows first and second fluid compo-
nents 38, 40 (FIG. 3) to be directed respectively from the first
and second chambers 18, 20 through the connecting stubs 28,
30, 32, 34 and into the inlet end 22 of the nozzle 14. The term
“fluid” encompasses any material that exhibits fluid-like flow
characteristics. Other configurations and designs for the con-
necting elements 28, 30, 32, 34 may be used instead. For
example, the connecting elements 32, 34 on the container 12
may instead simply be respective ports, rather than projecting
stubs or tubes, that the first and second connecting stubs 28,
30 frictionally fit within. Or, the opposite arrangement may be
used, i.e., ports may be provided in the insert 26 or may be
formed more directly in the inlet end 22 of the nozzle 14 that
frictionally receive the third and fourth connecting stubs 32,
34.

A coupling element 42 is provided in the form of a
U-shaped slide element and slides along an upstanding rail 44
rigidly connected to and extending from an outlet end 46 of
the container 12. The U-shaped slide element 42 is moved
along the upstanding rail 44 to the position shown in FIG. 1to
mechanically couple or generally lock the nozzle 14 to the
container 12 while simultaneously providing for fluid com-
munication between the first and second chambers 18, 20 and
the inlet end 22 of the nozzle 14.

FIG. 3 illustrates the dispensing assembly 10 in cross sec-
tion, while FIG. 4 better illustrates the insert 26 in perspective
view. Based on a review of FIGS. 3 and 4, therefore, it will be
appreciated that the first fluid component 38 flows through the
outlet 46 of the first chamber 18 and through the first and third
connecting stubs 28, 32 which are coupled together, into an
internal section 48 of the inlet end 22. The first fluid compo-
nent 38 then flows into a main passage 50 of the nozzle 14
where it will be mixed with the second fluid component 40 by
a static mixer element 52. The first fluid component 38 flows
through an internal, angled slot 54 of the insert 26. The second
fluid component 40 is directed from the outlet 56 of the
second chamber 20 through the second connecting stub 30
and fourth connecting stub 34, which are coupled together,
and into another internal section 58 of the inlet end 22 of the
nozzle 14. The second fluid component 40 flows past an
upstanding portion 60 of the insert 26 and into the main
passage 50 to be mixed with the first fluid component 38. The
fluid flow is more fully described in co-pending Patent Appli-
cation Ser. No. 61/717,335, filed on Oct. 23,2012, assigned to
the assignee of the present invention, and the disclosure of
which is hereby incorporated by reference herein.

FIGS. 5-7 best illustrate the mechanical coupling between
the container 12 and the nozzle 14. The U-shaped slide ele-
ment 42 is received on the upstanding rail 44 and is prevented
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from sliding off of the rail 44 in one direction by a pair of ramp
elements 62, 64 that engage the rear or closed end 66 of the
U-shaped slide element 42. The slide element 42 is prevented
from sliding oft the container 12 in the opposite direction by
the fourth connecting stub 34 (see FIG. 2). The slide element
42 further includes a slot 68 in the closed end 66 that receives
a horizontal section 70 of the rail 44 (see FIG. 6). A vertical
slot 72 in the slide element 42 receives a vertical section 74 of
the rail 44 as best shown in FIGS. 5 and 6. The rail 44 is
molded around or with the upstanding connecting stubs 32,
34 ofthe container 12 (see FIG. 2). After the insert 26 has been
coupled to the connecting stubs 32, 34 by frictionally engag-
ing and inserting the first and second connecting stubs 28, 30
into the third and fourth connecting stubs 32, 34, the user
slides the slide coupling element 42 from the position shown
in FIG. 5 to the position shown in FIG. 6. Finger grips 75, 77
are provided on the slide element 42 for this purpose. It will be
appreciated that an open end 79 of the slide element 42
receives and moves past the inlet end 22 of the nozzle 14 as
well as the insert 26 and connecting elements 28, 30, 32, 34 in
the process.

As shown best in FIG. 7, the slide coupling element 42
includes a recess 76 along an internal wall 78 that receives a
flange 80 extending outwardly from the inlet end 22 of the
nozzle 14. Engagement of the recess 76 and the flange 80
mechanically couples the slide coupling element 42 to the
inlet end 22 of the nozzle 14. The slide coupling element 42
mechanically couples to the container 12 as an internal flange
82 of the slide coupling element 42 rides beneath the hori-
zontal section 70 of the rail 44. Thus, the interaction of the
flange 82 and the rail 44 serves as both a guide for the sliding
movement and a mechanical coupling to prevent disengage-
ment of both the slide coupling element 42 and the attached
nozzle 14 from the container 12. Once connected in the man-
ner shown in FIGS. 6 and 7, the first and second fluid com-
ponents 38, 40 may be forced from the first and second
chambers 18, 20 (FIG. 3) by any suitable means, such as by
the use of air pressure and/or respective piston elements (not
shown) in the chambers 18, 20, as is known, for directing the
first and second fluid components 38, 40 in the manner shown
in FIG. 3 through the inlet end 22 of the nozzle 14 and into the
main passage 50. The fluid components 38, 40 are mixed by
the static mixer element 52 and finally discharged as a mix-
ture through the outlet end 24 (FIGS. 1 and 2).

While the present invention has been illustrated by a
description of various preferred embodiments and while
these embodiments have been described in some detail, it is
not the intention of the Applicants to restrict or in any way
limit the scope of the appended claims to such detail. Addi-
tional advantages and modifications will readily appear to
those skilled in the art. The various features of the invention
may be used alone or in any combination depending on the
needs and preferences of the user. This has been a description
of'the present invention, along with the preferred methods of
practicing the present invention as currently known. How-
ever, the invention itself should only be defined by the
appended claims.

What is claimed is:

1. A dispensing assembly for dispensing a fluid, compris-
ing:

a container including a chamber for holding at least one

component of the fluid;

a nozzle having an inlet end and an outlet end;

first connecting element at the inlet end of the nozzle;

second connecting element associated with the container

and communicating with the chamber, the first connect-
ing element and the second connecting element capable
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6

of being removably coupled to each other to establish a
fluid path from the chamber into the inlet end of the
nozzle;

a coupling element operative to selectively couple the inlet

end of the nozzle to the container; and

support structure including an upstanding rail extending

from the container and having a generally T-shaped
cross-section;

wherein the coupling element further comprises a slide

element carried for sliding movement along the support
structure on the container, the slide element including a
flange engaging the rail for guiding the movement of the
slide element along the rail and being slidable between
locked position and unlocked position, wherein the
nozzle is capable of being decoupled from the container
when the slide element is in the unlocked position.

2. The dispensing assembly of claim 1, wherein the first
connecting element is part of a unitary insert positioned
between the inlet end of the nozzle and the second connecting
element.

3. The dispensing assembly of claim 1, wherein the slide
element is U-shaped and includes an open end and a closed
end, the open end receiving and coupling to the inlet end of
the nozzle when in the locked position.

4. The dispensing assembly of claim 3, wherein the inlet
end of the nozzle includes a flange and the U-shaped slide
element includes a recess receiving the flange to couple the
U-shaped slide element to the inlet end of the nozzle in the
locked position.

5. The dispensing assembly of claim 1, wherein the first
connecting element and the second connecting element are
respectively sized and configured to be coupled together with
a friction fit.

6. A dispensing assembly for dispensing a mixture of a first
fluid component and a second fluid component, comprising:

a container including a first chamber and a second cham-

ber, the first chamber and the second chamber adapted to
respectively hold the first fluid component and the sec-
ond fluid component;

a nozzle having an inlet end and an outlet end;

first connecting element and second connecting element at

the inlet end of the nozzle;

third connecting element and fourth connecting element

associated with the container and respectively commu-
nicating with the first chamber and the second chamber,
the first connecting element and the second connecting
element respectively capable of being removably
engaged with a frictional fit to the third connecting ele-
ment and the fourth connecting element to establish
respective, independent fluid paths from the first cham-
ber and the second chamber into the inlet end of the
nozzle; and

anon-rotatable coupling element movable in a linear man-

ner between locked position and unlocked position to
selectively couple the inlet end of the nozzle to the
container,

wherein the non-rotatable coupling element further com-

prises a slide element capable of sliding along a support
structure extending from the container, the slide element
slideable in a linear manner to engage the support struc-
ture and the inlet end of the nozzle when the slide ele-
ment is in the locked position.

7. The dispensing assembly of claim 6, wherein the first
connecting element and the second connecting element are
part of a unitary insert positioned generally between the inlet
end of the nozzle and the third connecting element and the
fourth connecting element.
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8. The dispensing assembly of claim 6, wherein the non-
rotatable coupling element further comprises a slide element
carried for sliding movement along support structure on the
container, the slide element slidable in a linear manner
between the locked position and unlocked positions, wherein
the nozzle is capable of being decoupled from the container
when the slide element is in the unlocked position.

9. The dispensing assembly of claim 8, wherein the slide
element is U-shaped and includes an open end and a closed
end, the open end receiving and coupling to the inlet end of
the nozzle when in the locked position.

10. The dispensing assembly of claim 9, wherein the inlet
end of the nozzle includes a flange and the U-shaped slide
element includes a recess receiving the flange to couple the
U-shaped slide element to the inlet end of the nozzle in the
locked position.

11. The dispensing assembly of claim 8, wherein the sup-
port structure further comprises an upstanding rail extending
from the container and having a T-shaped cross-section, the
slide element including a flange engaging the rail for guiding
the movement of the slide element along the rail.

12. The dispensing assembly of claim 6, wherein the first
connecting element and the second connecting element are
respectively sized and configured to be received with a fric-
tion fit within the third connecting element and the fourth
connecting element.

13. The dispensing assembly of claim 6, further compris-
ing a static mixer element in the nozzle for mixing the first
fluid component and the second fluid component prior to
dispensing a mixture of the first fluid component and the
second fluid component from the outlet end.

14. The dispensing assembly of claim 6, wherein the first
connecting element, the second connecting element, the third
connecting element and the fourth connecting element
respectively further comprise first projecting tube, second
projecting tube, third projecting tube and fourth projecting
tube, and wherein the first projecting tube and the third pro-
jecting tube are capable of being frictionally fit together and
the second projecting tube and fourth the projecting tube are
capable of being frictionally fit together to establish the
respective, independent fluid paths.

15. A dispensing assembly for dispensing a mixture of a
first fluid component and a second fluid component, compris-
ing:

a container including a first chamber and a second cham-
ber, the first chamber and the second chamber adapted to
respectively hold the first fluid component and the sec-
ond fluid component;

a nozzle having an inlet end and an outlet end;

first connecting element and second connecting element
coupled to each other at the inlet end of the nozzle;

third connecting element and fourth connecting element
associated with the container and respectively commu-
nicating with the first chamber and the second chamber,
the first connecting element and the second connecting
element respectively capable of being removably
engaged with a frictional fit to the third connecting ele-
ment and the fourth connecting element to establish
respective, independent fluid paths from the first cham-
ber and the second chamber into the inlet end of the
nozzle;

a rail carried by the container and connected to the third
connecting element and the fourth connecting element;
and

anon-rotatable coupling element carried for sliding move-
ment in a linear manner on the rail between locked
position and unlocked position, the non-rotatable cou-
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pling element operative to selectively couple the inlet
end of the nozzle to the container when in the locked
position and allowing the nozzle to be removed from the
container when in the unlocked position.
16. The dispensing assembly of claim 15, wherein the first
connecting element and the second connecting element are
part of a unitary insert positioned between the inlet end of the
nozzle and the third element and the fourth connecting ele-
ment.
17. The dispensing assembly of claim 15, wherein the
non-rotatable coupling element is U-shaped and includes an
open end and a closed end, the open end receiving and cou-
pling to the inlet end of the nozzle when in the locked posi-
tion.
18. The dispensing assembly of claim 17, wherein the inlet
end of the nozzle includes a flange and the non-rotatable
U-shaped coupling element includes a recess receiving the
flange to couple the non-rotatable U-shaped coupling element
to the inlet end of the nozzle in the locked position.
19. The dispensing assembly of claim 15, wherein the rail
has a T-shaped cross-section, the non-rotatable coupling ele-
ment including a flange engaging the rail for guiding the
movement of the slide element along the rail.
20. The dispensing assembly of claim 15, wherein the first
connecting element and the second element are respectively
sized and configured to be received with a friction fit within
the third connecting element and the fourth element.
21. The dispensing assembly of claim 15, wherein the first
connecting element, the second connecting element, the third
connecting element and the fourth connecting element
respectively further comprise first projecting tube, second
projecting tube, third projecting tube and fourth projecting
tube, and wherein the first projecting tube and third projecting
tube are capable of being frictionally fit together and the
second projecting tube and the fourth projecting tube are
capable of being frictionally fit together to establish the
respective, independent fluid paths.
22. A method of assembling a dispenser, comprising:
fluidly coupling first connecting element associated with
an inlet end of a nozzle to second connecting element of
a container configured to hold a fluid in a chamber; and

slidably moving an open end of a non-rotatable U-shaped
coupling element in a linear manner over an inlet end of
the nozzle and along an upstanding rail extending from
the container having a T-shaped cross section from an
unlocked position to a locked position to couple the
nozzle to the container.

23. The method of claim 22, wherein the non-rotatable
U-shaped coupling element includes a recess and the inlet end
of'the nozzle includes a flange received within the recess, and
wherein slidably moving the non-rotatable U-shaped cou-
pling element further comprises:

guiding the recess of the non-rotatable U-shaped coupling

element along the flange.

24. The method of claim 22, wherein the first connecting
element and the second connecting element further comprise
tubular elements and fluidly coupling the first connecting
element and the second connecting element to each other
further comprises friction fitting the first connecting element
and the second connecting element to each other.

25. A method of assembling a dispenser and dispensing a
mixture of a first fluid component and a second fluid compo-
nent, comprising:

fluidly coupling and frictionally fitting first connecting

element and second connecting element associated with
a nozzle respectively to third connecting element and
fourth connecting element of a container holding the
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first fluid component and the second fluid component in
respective first chamber and second chamber;

moving a non-rotatable coupling element in a linear man-
ner from an unlocked position to a locked position to
couple the nozzle to the container, the non-rotatable
coupling element further comprising a slide element
capable of sliding along a support structure extending
from the container, the slide element slideable in a linear
manner to engage the support structure and the inlet end
of the nozzle when the slide element is in the locked
position;

directing the first fluid component from the first chamber
through the first connecting element and the third con-
necting element into the nozzle;

directing the second fluid component from the second
chamber through the second connecting element and the
fourth connecting element into the nozzle;

mixing the first fluid component and the second fluid com-
ponent in the nozzle; and

dispensing the mixture of the first fluid component and the
second fluid component out of the nozzle.

26. The method of claim 25, wherein the non-rotatable

coupling element further comprises a U-shaped element
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including an open end and a closed end, and sliding the
non-rotatable coupling element further includes sliding the
open end in linear manner over an inlet end of the nozzle into
the locked position.

27. The method of claim 25, wherein fluidly coupling the
first connecting element and the second connecting element
to the third connecting element and the fourth connecting
element further comprises friction fitting the first connecting
element to the third connecting element and friction fitting the
second connecting element to the fourth connecting element.

28. The method of claim 25, wherein the first connecting
element, the second connecting element, the third connecting
element and the fourth connecting element respectively fur-
ther comprise first projecting tube, second projecting tube,
third projecting tube and fourth projecting tube, and the step
of fluidly coupling the first connecting element and the sec-
ond connecting element respectively to the third connecting
element and the fourth connecting element further comprises:

friction fitting the first projecting tube to the third project-

ing tube; and

friction fitting the second projecting tube to the fourth

projecting tube.



